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CONSTRUCTION DETAILS

A. Use existing base mounted cabinet/controller, and all attached equipment.
Add an additional 4-channel loop detector amplifier.
B. Install 12 in. x 32 ft. steel strain pole (Note: one 3 in. conduit bend).
C. Install 12 in. x 32 ft+. steel strain pole, with 20 f+. luminaire arm and
250 watt HPS luminagire (Note: one 3 in. conduit bend}.
D. Use existing steel strain pole. Install temporary back guy to be removed upon
completion of project.
Install handhole.
Install 1 in. liquid tight flexible conduit for lcop detector lead-in.
Install 2 in. polyvinyl chloride [Schedule 80] electrical conduit - trenched.
Install 3 in. polyvinyl chloride [Schedule 80] electrical conduit - trenched.
Instal 1%in steel span wire with vehicle signal heads, and signs as shown
{signals and signs are to be tethered).
K. Install mirco-loop probe (set of 3).
L. Install & ft. x 30 ft. quadrupole typs vehicle loop detector (3-6-3 turns).
M. Use existing span wire. Remove existing signs. Install vehicle signal heads,
and signs as shown (signals and signs are to be tethered).
Use existing conduit.
Remove existing steel strain pole.
Remove existing handhole.
Cap and abandon existing conduit.
Abandon existing loop detector.
Install 12 in. wide pavement marking - white for crosswalk.
Install 24 in. wide pavement marking - white for stop |ine.
Remove existing span wire and all attached equipment.
Install 3 in. polyvinyl chloride (Schedule 80) electrical conduit - bored.
Install 2 in. polyvinyl chlioride (Schedule 80) elecfrical conduit - bored.
Remove existing pavement marking by grinding.
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NOTES

1.

Geometrics shall be confirmed prior to the installation of signal equipment.

equipment to be installed at final grade.
Loop detectors and conduits shall be installed prior to the instal lation of pavement markings.

Y-

All signal

[ Pavement markings detailed are proposed and are to be installed by the Contractor in
accordance with MD-SHA standards. All other pavement markings will either be installed as part
of the Developer’s project or are to be considered as existing.
4. Revision ‘C ' is a revision to the traffic signal built in April 1997 under S.H.A.
Contract No.: 8855-08014- AW 739-19.
I 5. All underground and overhead utilities shown on these plans are schematic and are not .
to be considered complete. The Coniractor shall be responsible for notifying all utility companies jﬂf?
prior to construction so that all utilities may be located in the field. I[f the Contractor perceives
that a conflict between the utilities and the traffic signal equipment will occur, the Contractor shall ‘j?c,
i notify the appropriate Project Engineer immediately. The T ,
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